
WC -- 1.0    -- BULK

WELDCOVER - PROTECTIVE CABLE COVERING

Ordering Instructions for Protective Cable Covering

Model

Weld Cover Length
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ABICOR BINZEL USA, Inc.
650 Medimmune Court, Suite 110
Frederick, MD 21703
Phone:	 800.542.4867
Fax:	 301.846.4497
E-Mail:	 customerservice@abicorusa.com

www.binzel-abicor.com

Binzel S.A DE C.V.
Municipio Pabellon de Arteaga 102
Valle De Aguascalientes, 20358
San Francisco de los Romo, Ags. Mexico
Phone:	 +52(499) 973.0133
Fax:	 +52(499) 973.1388
E-Mail:	 info@binzel.com.mx

T E C H N O L O G Y  F O R  T H E  W E L D E R ’ S  W O R L D .

Sold Per Meter*

 

Diameter Selection

1.0 = 1” ID
2.0 = 2” ID
2.25 = 2 -1/4” ID
2.38 = 2 -3/8” ID (2.38” cover fits the 38mm OD front fume hose well and is tight on the larger 45mm OD rear hose. See note below**) 

2.5 = 2 -1/2” ID (2.50” cover fits the 38mm OD front fume hose loose and fits well on the larger 45mm OD rear hose. See note below**)

*45m = One full 150’ roll
**In most applications, the 2.38” cover is preferred, but it is recommended to select 2.5” cover if flexibility is required
on the rear fume hose section of the fume extraction torch. Tight hose coverings limit flexibility of the fume hose.

WeldCover Protective Cable Covering is a Berry Amendment compliant product.
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