
CAT3 PRO CR & TR Robot Mounts

Ordering Instructions for Complete CAT3 PRO Torch Mount Kits
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Abicor Binzel USA, Inc.
650 Medimmune Court, Suite 110
Frederick, MD 21703
Phone: 800.542.4867
Fax: 301.846.4497
E-Mail: customerservice@abicorusa.com

www.binzel-abicor.com
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ClampLink ArmConnector 
Style

Spring 
Size

Shaft
Type

Mount 
Type

-CAT3 MTR S C 1 1

Mount Type

Collision Mount

Shaft Type

TR - Tapered Shaft
(Replaces CAT3/CAT2-HL)

CR - Cylindrical Shaft
(Replaces CAT2)

Connector Style

S - Standard Connector

Cable

C - Coiled Safety Cable 780.0201
B - Bare 20’ Safety Cable 836.9029

(Also includes standard cable 780.0201)

Spring Size

M - Medium
L -   Large
X -  Extra Large

Cable

--

Link Arm

1 - Link Arm Standard
(Short Robo/WH)
P/N - 780.0863 “TR” Style
P/N - 780.0123 “CR” Style

2 - Link Arm
(Long WH)
P/N - 780.0866 “TR” Style
P/N - 780.0160 “CR” Style

Clamp

1 - Standard ROBO Torch
(Clamp 31mm)
P/N - 780.9006

OPTIONAL ITEMS


