
 FP1 WH 4 L 22 L X  

ROBO Torches
for Fanuc AM iD Series Robots/iCAT Torch Mount

ROBO WH Quick-change Water-cooled

ORDERING INSTRUCTIONS FOR COMPLETE TORCH PACKAGE

 FP1 - Complete torch 
  package Fanuc iD/iCAT 
  torch mount

 
 Torch Model 

 WH - ROBO WH Quick-change  
      
   
 Type  

 4 - WH455D 400A Water-cooled Hybrid* 
 5 - WH500T 500A Water-cooled Hybrid*
 6 - WH652T 600A Water-cooled Hybrid*
 A - WH 600T 600A Water-cooled

 
 Robot Model

 L  - AM 100iD
    M - AM 100iD/10L

* Wire-brake torches are fitted with power/water cables.

OPTIONSCONTROL/
CONNECTOR

WIRE 
FEEDER

ROBOT 
MODEL

NECK
ANGLE

TYPETORCH
MODEL

Control / Connector

X - No Wire/Connector
E - Incher Wire/5-Pin DDK EE Connector
C - Incher Wire/Flying Leads

Options

  F - Air Blast
*G - Wire brake 035/045
*H - Wire brake 052/062

Wire Feeder

F - Fronius
K - Lincoln PF10
L - Lincoln 4R90/220
M - Miller Auto-Axcess
N - Miller Auto-Continuum

Neck Angle

22 - 22 Degree bend
45 - 45 Degree bend
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ABICOR BINZEL USA, Inc.
650 Medimmune Court, Suite 110
Frederick, MD 21703
Phone: 800.542.4867
Fax: 301.846.4497
E-Mail: customerservice@abicorusa.com

www.binzel-abicor.com

Binzel S.A DE C.V.
Municipio Pabellon de Arteaga 102
Valle De Aguascalientes, 20358
San Francisco de los Romo, Ags. Mexico
Phone: +52(499) 973.0133
Fax: +52(499) 973.1388
E-Mail: info@binzel.com.mx

T E C H N O L O G Y  F O R  T H E  W E L D E R ’ S  W O R L D .


